Generac Model SD2000 Diesel Generator set, Rated at 2000kW Standby@ .8 PF, 277/480 Volts, 3 Phase, 60 Cycle @ 1800 RPM with the following: Current hours to date 220
CHARGING SYSTEM:

Charger, Battery: LaMarche (ESC) Model :A46-20-24V-A1-12L, 120 VAC Input, 24 volts, 20 Amp output, Nema 1 Enclosure, Automatic High-Rate and Float charge, D.C. Voltmeter, D.C. Ammeter, Charging Alternator: 24 volt, 35 Amps.

COOLING SYSTEM:

Radiator, Unit mounted, 115 ° Degree F Ambient, Radiator Fan Blower, Radiator Guard, Radiator Duct Flange Adapter, Thermostat and Housing, Full Open Temperature (198° Degree F), Radiator drain to outside

 COOLANT HEATER: 

KimHotStart 12000W Model: CSM, Power: 480V/1Ph@27A

ENGINE:

Mitsubishi S16R-PTAA2 65.3 Liter Displacement Serial # 10930 Rated Output: 2822HP@1800RPM
AIR INLET SYSTEM:

Aftercooler Core: Copper material, Dual Air cleaner: Regular duty, Dual Turbo Chargers

MUFFLER & EXHAUST FITTING GROUP:
Exhaust: (Qty.2) 8” Outlet on engine, Muffler (2 each), G.T. Exhaust 8”, Flanged Inlet & Outlet (side in, end out configuration), Flex exhaust 8” (2 each), Rain cap 8” (2 each)

FUEL SYSTEM:

Fuel Transfer Pump, Fuel line Flexible Steel braided, Fuel Filter, Spin on RH, Racor Fuel water separator 73 1000 FG (Qty.2) with Differential pressure gauges, Fuel priming pump RH, Fuel Pressure gauge, Fuel Cooler Radiator mounted.

 LUBE OIL SYSTEM:

Lube Oil, SAE 10W/30, Oil Cooler, Oil Filler & Dipstick RH, Oil Filter Spin on RH, Oil pan drain to outside, Structural Oil pan, Fumes disposal to outside.

BASE & FOUNDATION HARWARE:

Rails, spring type: Vibration Isolators 122-K (Qty. 6) 121-H (Qty. 2)

STARTING SYSTEM:

Starting Motor 24 volts, Battery; starting (Qty. 4) Lead Acid

GENERAC GENERATOR:

Marathon Electric Model 744RSL4054, Serial WA-526795-1200, Frame 744, 3007 Amps

OUTPUT CIRCUIT BREAKER:

Siemens 3200A/600VAC STD63F3200H w/ 3000A Rating Plug

FUEL TANK BASE:

Closed Top Dike Construction Double wall, 3400 Gallon, UL Listed, Electrical Stub Up area, Rupture Basin, Low Fuel level, High Fuel level & Tank rupture Contacts, Mechanical Level gauge, 2” Standard vent to the outside, 8” Emergency vent, Spill Containment fill box (7 ½ Gallon), Fill Limiter mechanical.

ENCLOSURE:

Weatherproof White Pre painted Aluminum, Fixed Intake Louvers with bird screen, Gravity Radiator Discharge Louvers, Personnel Doors (4 each) with Stainless Steel hardware & drip guards, Exterior Muffler mounting, Oil and Water drains to outside.

GENERATOR CONTROL PANEL:

Generac Model E, Unit Mounted, Ammeter- Voltmeter selector switch, Digital A.C. Ammeter, Digital A.C. Voltmeter, Digital D.C. Voltmeter, Digital Frequency Meter, Digital Tachometer, Voltage Adjust Rheostat, Automatic Start Controls, Cycle cranking, Selector Switch; Start, Auto, Stop/Cool Down, Off/Reset, Digital Running Time meter.

Safety Shutdown: Low Oil Pressure, High Water Temperature, Over crank, Over speed, 3 Spare LED’s Programmable, Emergency Stop Pushbutton.

NFPA 99 Alarm Module: 

Provides flashing LED’s and alarm horn for: 

High Coolant temperature alarm, Low Coolant temperature alarm, Low Oil pressure alarm, Low DVC alarm, System not in Auto, Low Fuel level, battery Charger failure, Rupture tank, Low Coolant level alarm.

Remote Annunciator Module NFPA 99: Not in Auto, Low Coolant temperature alarm, High Coolant temperature alarm, High Coolant temperature, Low Oil pressure alarm, Low Oil pressure, Over crank, Over speed, Low Fuel level alarm, Tank Rupture alarm, Critical Low Fuel alarm, Charger Malfunction, Normal Power available, Emergency Power available, Connected to Normal, Connected to Emergency.

